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USE THE RULER TO THE RIGHT TO MEASURE YOUR BOLTS AND SCREWS.  PICTURE VIEWS SHOWN 
ABOVE ARE 1:1 SCALE AND CAN BE USED TO MATCH BOLT AND SCREW SIZES.

#8 X 1-1/2"
WOOD SCREW

QTY:  8

#8 X 2"
WOOD SCREW

QTY:  6

#2 SQUARE
DRILL BIT
QTY: 1

#8 X 1-1/4"
WOOD SCREW

QTY:  22
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LEFT SIDE 
DORMER 

BLOCK

1

ASSEMBLY

MOUNTING 
CHIMNEY 

5/4X3X6-3/4"

CHIMNEY 
REAR 

ASSEMBLY
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PICTURE DESCRIPTION QTY.
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DORMER 
RIGHT SIDE 
ASSEMBLY

DORMER 
ROOF PEAK 
ASSEMBLY

DORMER 
SUNRAY 

ASSEMBLY

2

PICTURE DESCRIPTION QTY.



STEP 1:  DORMER
1:  FIND TWO LEFT SIDE AND TWO RIGHT SIDE DORMER ROOF ASSEMBLIES.

2:  FIND TWO DORMER SUNRAY ASSEMBLIES.

3:  PLACE THE LEFT AND RIGHT ROOF ASSEMBLIES ON THE BACK SIDE OF THE DORMER SUNRAY ASSEMBLY 
AS SHOWN BELOW.

4:  ATTACH THE DORMER ROOF SIDES TO THE DORMER SUNRAY WITH 1-1/4" WOOD SCREWS FROM THE 
ROOF BOARDS OF THE ROOF ASSEMBLIES.

ASSEMBLY
DORMER ROOF

ASSEMBLY

RIGHT SIDE
DORMER ROOF

LEFT SIDE

DORMER SUNRAY
ASSEMBLY

USE 1-1/4" WOOD SCREWS IN
THESE LOCATIONS (EACH SIDE)



STEP 2:  DORMER
1:  FIND THE DORMER ROOF PEAK ASSEMBLY.

2:  PLACE THE ROOF PEAK ASSEMBLY IN THE TOP OF THE ROOF AND FASTEN WITH 1-1/4" WOOD SCREWS.

DORMER ROOF PEAK



USE 1-1/2" WOOD
SCREWS IN THESE

LOCATIONS
(EACH SIDE)

THE UNIT SHOWN ABOVE MAY NOT BE YOUR EXACT PLAYSET.
SHOWN FOR ILLUSTRATION PURPOSES ONLY

USE A 2" WOOD SCREW
IN THIS LOCATION

(EACH SIDE)

STEP 3:  DORMER
1:  CENTER THE DORMER ASSEMBLIES ON THE ROOF.

2:  USE A 2" WOOD SCREW TO FASTEN THE DORMER PEAK TO THE ROOF.

3:  USE 1-1/2" WOOD SCREWS TO FASTEN THE FACE OF THE DORMER TO THE ROOF.



STEP 4:  CHIMNEY
1:  FIND THE FRONT AND LEFT SIDE OF THE CHIMNEY.

2:  ATTACH THE FRONT AND LEFT SIDES OF THE CHIMNEY WITH A 2" WOOD SCREW.

1:  FIND THE REAR AND RIGHT SIDE OF THE CHIMNEY.

2:  ATTACH THE REAR AND RIGHT SIDES OF THE CHIMNEY WITH A 2" WOOD SCREW.

CHIMNEY REAR

USE A 2" WOOD SCREW IN THIS LOCATION

CHIMNEY RIGHT SIDE

CHIMNEY LEFT SIDE

USE A 2" WOOD SCREW IN THIS LOCATION

CHIMNEY FRONT



STEP 5:  CHIMNEY
1:  ATTACH THE CHIMNEY SIDES FROM THE PREVIOUS SIDES TO FORM THE CHIMNEY WITH 2" AND 1-1/4" WOOD 
SCREWS.

USE A 2" WOOD SCREW
IN THIS LOCATION (EACH SIDE)

USE 1-1/4" WOOD SCREWS
IN THIS LOCATION (EACH SIDE)



CHIMNEY MOUNTING BLOCK

SHOWN FOR ILLUSTRATION PURPOSES ONLY.
ABOVE UNIT MAY NOT BE YOUR EXACT PLAYSET.

5/4 X 3 X 6-3/4"

1-1/2" WOOD SCREW

1-1/2"
WOOD
SCREW

STEP 6:  CHIMNEY
1:  FASTEN THE 5/4 X 3 X 6-3/4" CHIMNEY MOUNTING BLOCK TO THE ROOF WITH 1-1/2" WOOD SCREWS. YOU CAN
PLACE THE BLOCK AT ANY DESIRED PLACE ON THE ROOF. USE THE DIAGRAM BELOW AS A GUIDE AS TO WHERE
YOU MIGHT INSTALL YOUR CHIMNEY.

2:  AFTER INSTALLING THE CHIMNEY MOUNTING BLOCK, PLACE THE CHIMNEY ASSEMBLY ON THE ROOF SO THAT THE
INSIDE OF THE BACK WALL RESTS AGAINST THE BLOCK.

3:  FASTEN THE CHIMNEY TO THE CHIMNEY MOUNTING BLOCK WITH A 1-1/2" WOOD SCREW IN EACH SIDE.
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